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Premium coffee makers & beverage equipment

M - LINE in black
see pag. 20 - 23

Animo B.V. «Export department

Dr. A.F. Philipsweg 47 « P.O. Box 71 « 9400 AB Assen * The Netherlands
Tel.: +31 592 376376 » Fax: +31 592 341751

Internet: www.animo.eu * E-mail: info@animo.nl
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Price list Index

The General Terms & conditions for delivery and payment are published on page 55 of this price list. A few items of these terms &
conditions are:

Delivery and risks
All deliveries shall be delivered ex-works Assen, Netherlands. For orders amounting to less than EUR 300,- net invoice value
excluding tax, a sum of EUR 25,- will be charged for handling.

Prices

All prices are gross prices per unit and are exclusive of taxes, import duties and other levies which are made by the government.
The quotations made by the seller are without obligation. Prices in the seller’s price list can be deviated from without prior
notification by the seller.

Complaints:

If the goods delivered do not comply with the agreement, the buyer is obliged to inform the seller in writing within eight days after
receipt of the goods, giving a precise statement of the nature and the reason for the complaints and the article numbers of the
machines/parts concerned.

If the delivered goods are taken back by the seller, administrative and handling costs will be charged which are fixed at 10% of the
net invoice value with a minimum of EUR 15,-.

Returning delivered goods, for whatever reason, may only take place, carriage prepaid, if the goods have not been used and are
undamaged and the seller has explicitly agreed to the goods being returned by assigning a “returned goods approval number”.
Goods which are returned to the seller which do not fulfil the stipulations of 9.3 above or which are returned without the “returned
goods approval number” will be rejected and sent back at the buyer’s expense

Guarantee:

The seller grants 24 months guarantee after delivery on electrical and mechanical parts of equipment produced by Animo.
For all other parts and equipment not produced by Animo like Perco’s and water filters applies a 12 months guarantee after
delivery. Guarantee excludes glass inner lines, gauge glasses and glass jugs.

Remarks:
The equipment mentioned in this pricelist are built for 1N~ 220-240V or 3N~ 380-415V + 0 + A (earth). Upon request the majority of
our equipment can be supplied in various voltages.

\ All dimensions in Millimeters \

\ Marine price-list available on request \

KEMA CERTIFICATE

ISO 9001:2000
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Price list Index

Beverage Dispenser OptiVend CHOCO
OptiVend 1/OptiVend 2
OptiVend 3/OptiVend 4
OptiVend 1TS/ OptiVend 3TS
OptiVend 4TS/ OptiVend 1TL
OptiVend HS (High Speed) / OptiVend HS DUO
OptiVend Optional
OptiVend Accessories
OptiFresh 1/ OptiFresh 2
OptiFresh 3/ OptiFresh 4
OptiFresh Optional
OptiFresh Accessories
Water coolers OptiCool
OptiCool Filter systems
Coffee per jug M - LINE coffee brewers for jugs
M - LINE coffee brewers for thermos jugs
Accessories for M - LINE
Aromatic B-range coffee brewers for jugs and
thermos jugs
Accessories for Aromatic B-range
Aromatic Combinations
Bulk brewers ComBi-line
hot water ComBi-line
Flow water heaters ComBi-line

Accessories ComBi-line

Water boilers WKI
WKT
Serving trolleys Serving trolleys

Accessories for serving trolleys
Containers CE/CI
Accessories for containers CE / Cl
Food containers
Beverage heaters
Filter systems
Scale and milk remover
Filter paper

General terms and conditions for delivery and payment Animo B.V.




©PTIVEND CHOCO

Description Art. No. Eur

——=_—== ©PTIVEND CHOCO

Semi-automatic beverage dispenser for the preparation of hot
chocolate. Execution with one ingredient container for instant
chocolates. Five flexible drink settings.

Equipped with a cleaning program, consumption registration and
descale indicator. Element, including dry-boil protection, 3200W.
Stainless steel boiler with content of 2.5 Itr., temperature can be
setat 70°C up to 97°C. Stainless steel housing (quality 18/9) with
stylish user panel and multi-functional display. Low maintenance
and very user-friendly.

Dimensions WxDxH : 226x490x580 mm

Hour capacity : approx. 360 cups (120 ml)

Dosing time : approx. 5-10 sec. per cup (120 ml)
Boiler: 2.51tr.

Electrical connection : 1N~220-240V / 50-60Cy / 3275W
Water connection : 3/4” fixed water connection

Default: 2 Recipes

Hot chocolate per [} |Hot chocolate per D’

For accessories see page 11-13
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©PTIVEND 1/©PTIVEND 2

Description

Art. No. Eur

©PTIVEND 1

Semi-automatic beverage dispenser for the preparation of hot drinks
or soup. Execution with one ingredient container for instant products.
Separate hot water output for tea. Five flexible drink settings.

Equipped with a cleaning program, consumption registration and
descale indicator. Element, including dry-boil protection, 3200W.
Stainless steel boiler with content of 2.5 Itr., temperature can be
setat 70°C up to 97°C. Stainless steel housing (quality 18/9) with
stylish user panel and multi-functional display. Low maintenance and

very user-friendly.

Dimensions WxDxH :
Hour capacity :

Dosing time:

Hour capacity hot water :
Boiler:

Electrical connection :
Water connection :

226x490x580 mm

approx. 360 cups (120 ml)
approx. 5-10 sec. per cup (120 ml)

approx. 40 Itr.
2.51tr.

1N~220-240V / 50-60Cy / 3275W
3/4 " fixed water connection

Default : 4 Recipes

ingredients) :

Adjustable selections (depend on the chosen

Coffee Double espresso Tea

Coffee Créme Hot chocolate Coffee .
Espresso Decaf Hot water .
Hot water Hot milk Soup
©PTIVEND 2

Semi-automatic beverage dispenser for the preparation of hot drinks
or soup. Execution with two ingredient containers for instant products.
Separate hot water output for tea. Five flexible drink settings.

Equipped with a cleaning program, consumption registration and
descale indicator. Element, including dry-boil protection, 32200W.
Stainless steel boiler with content of 2.5 Itr., temperature can be
setat 70°C up to 97°C. Stainless steel housing (quality 18/9) with
stylish user panel and multi-functional display. Low maintenance and

very user-friendly.

Dimensions WxDxH :
Hour capacity :

Dosing time :

Hour capacity hot water :
Boiler:

Electrical connection :
Water connection :

226x490x580 mm

approx. 360 cups (120 ml)
approx. 5-10 sec. per cup (120 ml)

approx. 40 Itr.
2.51tr.

1N~220-240V / 50-60Cy / 3275W
3/4” fixed water connection

Default :5 Recipes

ingredients) :

Adjustable selections (depend on the chosen

Coffee Créme Coffee with milk Decaf

Espresso Coffee with sugar Tea

Hot chocolate Double espresso Hot milk

Coffee chocolate Wiener Melange Soup

Hot water Cappuccino Coffee .
Espresso chocolate Hot water '._

Latte Macchiato

For accessories see page 11-13
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O©PTIVEND 3/©PTIVEND 4

Description Art. No. Eur

©PTIVEND 3

Semi-automatic beverage dispenser for the preparation of hot drinks
or soup. Execution with three ingredient containers for instant
products. Separate hot water output for tea. Ten flexible drink settings.

Equipped with a cleaning program, consumption registration and
descale indicator. Element, including dry-boil protection, 3200W.
Stainless steel boiler with content of 5.5 Itr., temperature can be
setat 70°C up to 97°C. Stainless steel housing (quality 18/9) with
stylish user panel and multi-functional display. Low maintenance and
very user-friendly.

Dimensions WxDxH :
Hour capacity :

Dosing time:

Hour capacity hot water :
Boiler:

Electrical connection :

389x515x580 mm

approx. 360 cups (120 ml)
approx. 5-10 sec. per cup (120 ml)
approx. 40 Itr.

5.5Itr.

1N~220-240V / 50-60Cy / 3275W

Water connection : 3/4” fixed water connection

Default :8 Recipes Adjustable selections (depend on the chosen
ingredients) :

Coffee Coffee chocolate Coffee with milk Moccacino

Coffee Créme Cappuccino Coffee with sugar Hot milk

Espresso Wiener Melange Double espresso Tea

Hot chocolate Hot water Espresso chocolate  [Soup
Decaf Coffee a
Latte Macchiato Hot water .

Option : Cooling unit in base cabinet for cold water

©PTIVEND 4

Semi-automatic beverage dispenser for the preparation of hot drinks
or soup. Execution with four ingredient containers for instant products.
Separate hot water output for tea. Ten flexible drink settings.

Equipped with a cleaning program, consumption registration and
descale indicator. Element, including dry-boil protection, 3200W.
Stainless steel boiler with content of 5.5 Itr., temperature can be
setat 70°C up to 97°C. Stainless steel housing (quality 18/9) with
stylish user panel and multi-functional display. Low maintenance and

very user-friendly.

Dimensions WxDxH :
Hour capacity :
Dosingtime:

Hour capacity hot water :
Boiler:

Electrical connection :
Water connection :

389x515x580 mm

approx. 360 cups (120 ml)
approx. 5-10 sec. per cup (120 ml)
approx. 40 Itr.

5.51tr.

1N~220-240V / 50-60Cy / 3275W
3/4” fixed water connection

Default :10 Recipes Adjustable selections (depend on the chosen
ingredients) :

Coffee Créme Hot chocolate Double espresso Moccacino

Coffee with milk Coffee chocolate Decaf Hot milk

Coffee with sugar Cappuccino Cappuccino with sugar|Tea

Coffee milk & sugar Wiener Melange Espresso chocolate  [Soup

Espresso Hot water Espresso with sugar | Coffee .
Latte Macchiato Hot water a

Option : Cooling unit in base cabinet for cold water

For accessories see page 11-13
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O©PTIVEND 1TS/ ©OPTIVEND 3TS

Description Art. No. Eur

©PTIVEND 1TS

Semi-automatic beverage dispenser for the preparation of coffee.
Suitable for cups and thermos jugs. (Thermos jug 1.5 Ltr. /Art. No.
08419 or Thermos jug 2.0 Ltr. / Art. No. 08420). Execution with one
ingredient container for instant coffee. Separate hot water output for
tea. Ten flexible drink settings.

Equipped with a cleaning program, consumption registration and
descale indicator. Element, including dry-boil protection, 3200W.
Stainless steel boiler with content of 5.5 Itr., temperature can be
setat 70°C up to 97°C. Stainless steel housing (quality 18/9) with
stylish user panel and multi-functional display. Low maintenance and
very user-friendly.

Dimensions WxDxH : 389x515x697 mm
Dispensing height : 115 mm (cup)
235 mm (thermos jug)

Hour capacity : approx. 360 cups (120 ml)
Dosingtime: approx. 5-10 sec. per cup (120 ml)
Hour capacity hot water : approx. 40 Itr.
Boiler: 5.51tr.
Electrical connection : 1N~220-240V / 50-60Cy / 3275W
Water connection : 3/4” fixed water connection

Default :8 Recipes Adjustable selections (depend on the chosen

ingredients) :

Coffee Coffee _. Double espresso Tea

Coffee Créme Coffee B |Hotchocolate Soup

Espresso Hot water = |Hotmilk Hot water =
Hot water Hot water .

©PTIVEND 3TS

Semi-automatic beverage dispenser for the preparation of coffee.
Suitable for cups and thermos jugs. (Thermos jug 1.5 Ltr. /Art. No.
08419 or Thermos jug 2.0 Ltr. / Art. No. 08420). Execution with three
ingredient containers for instant products. Separate hot water output for
tea. Ten flexible drink settings.

Equipped with a cleaning program, consumption registration and
descale indicator. Element, including dry-boil protection, 3200W.
Stainless steel boiler with content of 5.5 Itr., temperature can be
setat 70°C up to 97°C. Stainless steel housing (quality 18/9) with
stylish user panel and multi-functional display. Low maintenance and
very user-friendly.

Dimensions WxDxH : 389x515x697 mm
Dispensing height : 115 mm (cup)
235 mm (thermos jug)

Hour capacity : approx. 360 cups (120 ml)

Dosing time : approx. 5-10 sec. per cup (120 ml)

Hour capacity hot water : ca.40Itr.

Boiler: 5.51tr.

Electrical connection : 1N~220-240V / 50-60Cy / 3275W

Water connection : 3/4” fixed water connection

Default :9 Recipes Adjustable selections (depend on the chosen
ingredients) :

Coffee Créme Wiener Melange Coffeewith milk Moccacino

Espresso Hot water _ Coffee with sugar Hot milk

Hot chocolate Hot water @ |Double espresso Tea

Coffee chocolate Coffee @ |Espressochocolate  |Soup

Cappuccino Decaf Hot water a0
Latte Macchiato Hot water jm

Option : Cooling unit in base cabinet for cold water

For accessories see page 11-13
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©PTIVEND 4TS/ ©OPTIVEND 1TL

Description Art. No. Eur

©PTIVEND 4Ts

Semi-automatic beverage dispenser for the preparation of coffee.
Suitable for cups and thermos jugs. (Thermos jug 1.5 Ltr. /Art. No.
08419 or Thermos jug 2.0 Ltr. /Art. No. 08420). Execution with four
ingredient containers for instant products. Separate hot water output for
tea. Ten flexible drink settings.

Equipped with a cleaning program, consumption registration and
descale indicator. Element, including dry-boil protection, 3200W.
Stainless steel boiler with content of 5.5 Itr., temperature can be
setat 70°C up to 97°C. Stainless steel housing (quality 18/9) with
stylish user panel and multi-functional display. Low maintenance and
very user-friendly.

Dimensions WxDxH : 389x515x697 mm
Dispensing height : 115 mm (cup)
235 mm (thermos jug)
Hour capacity : approx. 360 cups (120 ml)
Dosing time: approx. 5-10 sec. per cup (120 ml)

Hour capacity hot water :
Boiler:
Electrical connection :

approx. 40 Itr.
5.51tr.
1N~220-240V / 50-60Cy / 3275W

Water connection : 3/4” fixed water connection

Default :10 Recipes Adjustable selections (depend on the chosen
ingredients) :

Coffee Créme Coffee chocolate Double espresso Wiener Melange

Coffee with milk Cappuccino Decaf Hot milk

Coffee with sugar Hot water Cappuccino with sugar| Tea

Coffee milk & sugar Hot water . Espresso chocolate | Soup

Hot chocolate Coffee i Espresso P [Hotwater ]
Latte Macchiato Hot water ...
Moccacino

Option : Cooling unit in base cabinet for cold water

©PTIVEND 1TL

Semi-automatic beverage dispenser for the preparation of coffee.
Suitable for cups and thermos jugs. (Thermos jug 1.85 Ltr./

Art. No. 08304, Thermos jug with pump 2.1 Ltr./Art. No.10419 or
Thermos jug with pump 2.2 Ltr. / Art. No. 10420). Execution with one
ingredient container for instant products. Separate hot water output for
tea. Ten flexible drink settings.

Equipped with a cleaning program, consumption registration and
descale indicator. Element, including dry-boil protection, 32200W.
Stainless steel boiler with content of 5.5 Itr., temperature can be
setat 70°C up to 97°C. Stainless steel housing (quality 18/9) with
stylish user panel and multi-functional display. Low maintenance and

very user-friendly.

Dimensions WxDxH :
Dispensing height :

Hour capacity :

Dosing time :

Hour capacity hot water :
Boiler:

Electrical connection :
Water connection :

389x515x816 mm

115 mm (cup)

355 mm (thermos jug)

approx. 360 cups (120 ml)
approx. 5-10 sec. per cup (120 ml)
approx. 40 ltr.

5.51tr.

1N~220-240V / 50-60Cy / 3275W
3/4” fixed water connection

Default :8 Recipes

Adjustable selections (depend on the chosen
ingredients) :

Coffee Coffee = |Double espresso Tea

Coffee Créme Coffee i Hot chocolate Soup

Espresso Hot water ... Hot milk Hot water -
Hot water Hot water ;

For accessories see page 11-13
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